KKAA ABERDEEN, SD BMML-20171130ACG 1560 kHz

Electric Field Strength
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millivolts per meter - mV/m
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Power: 10.0 kW
Graph Maximum: 2000 mV/m
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Facility 1D: 15965 226
Application ID: 1774074
CDBS Antenna System |D: 134320
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0 821. 39 862. 84

5 711.98 748. 02
10 605. 24 636. 01
15 511. 05 537.21
20 442.59 465. 42
25 413. 06 434. 46
30 426. 18 448. 21
35 471. 28 495. 50
40 532. 27 559. 46
45 596. 45 626. 79
50 655. 97 689. 24
55 706. 37 742.13
60 745. 25 782.93
65 771. 44 810. 41
70 784.52 824. 14
75 784.57 824. 20
80 772.04 811.04
85 747.70 785. 50
90 712.75 748. 82
95 669. 01 702.92
100 619. 23 650. 69
105 567. 63 596. 56
110 520. 53 547. 15
115 486. 66 511.63
120 475. 95 500. 40
125 495. 53 520. 93
130 545. 58 573. 43
135 619.91 651. 40
140 710. 05 745. 99
145 808. 18 848. 97
150 907. 88 953. 62
155 1003. 98 1054. 49
160 1092. 22 1147. 12
165 1169. 11 1227. 83
170 1231. 84 1293. 68
175 1278. 28 1342. 43
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The theoretical patternis used to create the
standard pattern. Augmentations (if any) expand

the standard pattern in specified directions. See
Sections 73.150 and 73.152 of the FCC's Rules.

AM coverage may not mirror the pattern shown
here. Additional factors such as ground
conductivity or skywave propagation affect how
far the AM signal will travel.

Patterns for stations outside the USA are based on
notified parameters.

AM directional patterns created before 1982 used
unitsof 1 mV/m at 1 mile, not one kilometer. The
pattern values on such plotsat 1 mile will be
0.62137 of the values listed here. Measured
pattern values may vary from values shown here.

Plot is best printed on 11" by 17" or larger paper.
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Theoretical pattern RMS: 923.72
Standard pattern RMS:  970.47
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09 1372. 68
77 1383. 90
71 1376. 48
18 1351. 78
27 1311.98
75 1260. 00
90 1199. 27
28 1133. 54
52 1066. 60
09 1002. 11
11 943. 36
.22 893. 10
48 853. 49
30 826. 01
47 811. 49
20 810. 16
21 821.72
76 845. 38
72 879. 97
57 923. 90
45 975. 20
16 1031. 58
23 1090. 44
00 1148. 98
70 1204. 30
57 1253. 50
96 1293. 81
43 1322. 65
83 1337.76
37 1337. 28
73 1319. 81
10 1284. 50
28 1231. 16
82 1160. 34
08 1073. 49
43 973. 08




